
CODE OFFICE HOURS

8 AM - 6 PM

8 AM - 5 PM

8 AM - 5 PM

8 AM - 5 PM

CLOSED

DATE RECEIVED 

APPLICANT APPLICANT'S MAILING ADDRESS APPLICANT'S PHONE NUMBER

PROPERTY OWNER OWNER'S MAILING ADDRESS OWNER'S PHONE NUMBER

CONTRACTOR CONTRACTOR'S MAILING ADDRESS CONTRACTOR'S PHONE NUMBER

PROPERTY USE LOT SIZE DATE LOT CREATED OR PURCHASED

LOCATION/PROPERTY ADDRESS TAX MAP & LOT NUMBER COUNTY REGISTRY BOOK & PAGE

SUBDIVISION NAME ZONING DISTRICTS OVERLAY ZONING DISTRICTS

 VILLAGE CENTER  RESIDENTIAL SHORELAND (100')

 VILLAGE RESIDENTIAL  RESOURCE PROTECTION (150')

SUBDIVISION LOT NUMBER  FARM AND FOREST  RESOURCE PROTECTION (250')

 ROYAL RIVER CORRIDOR OVERLAY

 FLOODPLAIN  GROUND WATER PROTECTION OVERLAY

PROJECT DESCRIPTION

SIGNATURE OF APPLICANT DATE

SIGNATURE OF ROAD FOREMAN DATE

SIGNATURE OF ROAD COMMISSIONER DATE

SIGNATURE OF CODE ENFORCEMENT OFFICER DATE

CONDITIONS OF APPROVAL PERMIT NUMBER FEE AMOUNT

PROPOSED LOCATION OF DRIVEWAY/ENTRANCE SHALL BE STAKED AND FLAGGED BY APPLICANT.

I HEREBY CERTIFY THAT THE INFORMATION PROVIDED IS COMPLETE AND CORRECT TO THE BEST OF THE

APPLICANT'S KNOWLEDGE AND BELIEF.

$25.00
ORIGINAL COPY TO CEO PHOTOCOPY TO APPLICANT PHOTOCOPY TO CLERK

WEBSITE:  www.northyarmouth.org FRIDAY ……………

DRIVEWAY/ROAD ENTRANCE

PERMIT APPLICATION

GENERAL INFORMATION

PROVIDE A SITE PLAN AND A COPY OF A MDOT DRIVEWAY OR ENTRANCE PERMIT (IF APPLICABLE)

TOWN OF NORTH YARMOUTH

10 VILLAGE SQUARE ROAD MONDAY ……………

NORTH YARMOUTH, MAINE 04097 TUESDAY ……………

PHONE:  (207) 829-3705 WEDNESDAY ……………

FAX:  (207) 829-3743 THURSDAY ……………
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Driveway Culvert Installation

The bedding requirements for all pipes are on the following page. The culvert must have a clay check dam located at

the inlet and outlet ends to prevent water from piping through the stone and potentially washing out the culvert.

All Driveway culverts are required to have 2” blue board rigid insulation installed beneath the culvert and below the ditch

line.

4.      Changes and or correction in design must be approved by the Road Commissioner

5.      Notification of driveway construction must be made to the Department of Public Works, 48 hours prior to the

beginning of any onsite work. It is the duty of the permit holder or agent to notify the Code Enforcement Officer at lease

24 hours before work is ready for inspection. The following contact numbers may be used. Road Foreman @ 829-3274

or North Yarmouth Town Office for the Road Commissioner or Code Enforcement Officer  @ 829-3705

FURTHER CONDITION OF PERMIT: Shall be that the owner shall pay all fines, damages costs, and penalties for which 

he shall become liable, and shall hold harmless and indemnify the Town of North Yarmouth, against all suits, claims

costs and damages arising out of the construction and maintenance of said driveway approach, including snow removal.

Culvert Installations: A Guideline and illustration is attached to the back section of this application, this is a general

purpose example and will be required of most installations. In some instances adjustments and design changes may be

necessary, in these cases prior approval by the Road Commissioner or his designee must be obtained.

Property Owners are responsible for the costs associated with the initial culvert placement in their driveway entrance. If

the driveway culvert is installed to the following specifications the Town will accept all future maintenance and

replacement responsibilities.

The Culvert size typically is 15”, but in all cases must be approved by the Road Commissioner or the Road Foreman.

The culvert can either be a polyethylene smooth walled pipe (ADS N-12 or approved equal) or an aluminum pipe (not

aluminized).

In accordance with the Town of North Yarmouth's Land Use Ordinance and the Town of North Yarmouth's Roadway

Criteria and Specification, application is hereby made to my property on the (North) (South) (East) (West) (circle one)

side of (Road Name) _____________________________________ located approximately _______ ft. (North) (East)

(South) (West) (circle one) of (Road Name) _________________________________________

For the following purpose: Residential _____  Commercial _____  Development _____  or Other _____

THE OWNER HEREBY AGREES:

1. To provide, erect and maintain all necessary barricades, lights, warning signs and other devices to safeguard

traffic while work is in progress.

2.      That the road at no time will be closed to traffic

3.      Shall obtain and have delivered to the site culverts and drainage structures necessary for drainage.

REV 04/17/2012



Typical installation for Driveways and Roadway Cross Culverts
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Safe Sight Distances

Highway Speed (MPH) Minimum Sight Distance (Feet)

20 155

25 200

30 250

35 305

40 360

45 425

50 495

55 570

60 645

Source: MDOT Access Management Standards

4.      A “site triangle” shall be maintained 25 feet in length on each side of the intersection of the driveway and the public

street or road right-of-way line, with the third side connecting the other two sides. Within each sight triangle, no

landscape plants, trees, other than low growing shrubs shall be planted. These shrubs must be no more than 30 inches

in height above the driveway elevation. Signage must not obstruct the view of oncoming traffic.

C. Safe Sight Distances:

1.      Access shall be designed in profile and grading and located to achieve the required sight distance measured in

each direction along the public road while maintaining adequate distances from adjacent driveways/roads and

intersections.

2.      Measurements: For purposes of the sight distance standards, the following provisions shall apply:

a.      The sight distance shall be based on the posted speed limit, or traffic speed study showing the 85th percentile

speed (the speed at which 85 percent of the vehicles are traveling).

b.      Measurements shall be from the driver’s seat of a vehicle that is 10 feet behind the curb (or edge of shoulder) line

with the height of eye 3½ feet above the pavement and height of object 4¼ feet.

3.      Driveway/road and intersection road placement shall be such that an exiting vehicle has an unobstructed sight

distance according the following schedule:

SECTION 8-4. DRIVEWAY/ROAD ENTRANCE PERMIT REQUIREMENTS

A. Applicability: No person may build or construct a driveway or road that provides access to a public road without first

obtaining a Driveway/Road Entrance Permit from the CEO in accordance with this section. Any driveway or road serving

a subdivision or development listed in Article VII. Zoning District Regulations, Table 7-1. Land Uses by District as

requiring Site Plan Review must meet the requirements of Article X. Performance and Design Standards for Site Plan

Review and Subdivision Review.

B. Maine Department of Transportation (MDOT) Permit: A copy of a MDOT Driveway or Entrance Permit, if applicable,

must be presented with any application for a town Driveway/Road Entrance Permit.
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b.      New public and private accesses/egresses must be located at least 50 feet from existing private roads, as

measured from the point of tangency for the corner to the point of tangency for the access way. This requirement may

be reduced if the shape of the site does not allow conformance with this standard and the applicant demonstrates a

hardship as required in 7.c. below.

c.       Demonstration of Hardship: The Board may approve a reduction in the access/egress way location and spacing

requirements in 7.a. and/or 7.b when the applicant demonstrates that the shape of the lot and the location of existing

roads does not allow conformance with the standards, and that there is no other alternative other than a reduction in the

access way location and spacing requirements. The applicant must submit a site plan, done to scale, that demonstrates

that all alternatives for meeting these requirements have been explored and that without a reduction in the location and

spacing, driveway access would not be possible.

3.      Shared Driveways/Roads: Shared driveways/roads shall be encouraged for adjacent sites, in order to minimize the

number of driveways along public roads. The CEO may allow for a reduction in the minimum frontage requirement by 10

percent when the applicant agrees to provide a common driveway/right-of-way for multiple lots and/or uses.

4.      Corner Lot Access: Where a lot has frontage on two or more streets, the access/egress to the lot shall be provided

to the lot across the frontage and to the street where there is lesser potential for traffic congestion and for hazards to

traffic and pedestrians. This requirement may be waived where the applicant demonstrates that existing site conditions

preclude the location of the driveway to the street where there is lesser potential for traffic congestion and for hazards to

traffic and pedestrians, or that the location of the driveway/road to the street where there is lesser potential for traffic

congestion and for hazards to traffic and pedestrians would negatively impact a predominately residential neighborhood.

5.      Driveway Turn-Around Area: After the effective date of this Ordinance (June 14, 2005), all future driveways/roads

shall be designed with sufficient vehicle turn-around area to enable a driver to exit the premises without backing into the

public street.

6.      Driveway or Road Grades: The grade of any proposed driveway or road must be not more than ±3 percent for a

minimum of 40 feet, from an intersection.

7.      Access way Location and Spacing: Access ways must meet the following requirements:

a.      New public and private accesses/egresses must be located at least 50 feet from the closest unsignalized

intersection and 150 feet from the closest signalized intersection, as measured from the point of tangency for the corner

to the point of tangency for the access way. This requirement may be reduced if the shape of the site does not allow

conformance with this standard and the applicant demonstrates a hardship as required in 7.c. below.

D. Access Management and Safety Standards. Driveway/road and private-right-of-way access points to public road shall

be limited as follows:

1.      Points of access and egress must be located to avoid hazardous conflicts with existing turning movements and

traffic flows.

2.      The number of access/egress points to a public road (each side of the public road treated separately) shall be as

follows:

a.      Limited to one access/egress point for every 200 feet or one access point per lot, in the Farm and Forest District,

Residential Shoreland District and Resource Protection District, whichever is less.

b.      Limited to one access point for every 150 feet, or one access point per lot in the Village Center District and Village

Residential District, whichever is less.
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